
Table 41. Operable Crude Oil and Downstream Charge Capacity of Petroleum Refineries, January 1, 1981 to
January 1, 2000
(Thousand Barrels per Stream Day, Except Where Noted)

JAN 1, 1981 19,763 7,033 1,587 5,543 594 909 4,098 8,487 NA

JAN 1, 1982 19,018 7,197 1,782 5,474 562 892 3,966 8,539 NA

JAN 1, 1983 17,871 7,180 1,715 5,402 488 883 3,918 8,354 NA

JAN 1, 1984 17,059 7,165 1,852 5,310 492 952 3,907 9,009 NA

JAN 1, 1985 16,504 6,998 1,858 5,232 507 1,053 3,750 8,897 NA

JAN 1, 1986 16,346 6,892 1,880 5,214 463 1,125 3,744 8,791 NA

JAN 1, 1987 16,460 6,935 1,928 5,251 466 1,189 3,805 9,083 230

JAN 1, 1988 16,825 7,198 2,080 5,424 381 1,202 3,891 9,170 240

JAN 1, 1989 16,568 7,225 2,073 5,324 326 1,238 3,911 9,440 245

JAN 1, 1990 16,507 7,245 2,108 5,441 314 1,282 3,896 9,537 279

JAN 1, 1991 16,557 7,276 2,158 5,559 304 1,308 3,926 9,676 271

JAN 1, 1992 16,633 7,172 2,100 5,608 280 1,363 3,907 9,644 276

JAN 1, 1993 15,935 6,892 2,082 5,540 244 1,397 3,728 9,677 269

JAN 1, 1994 15,904 6,892 2,107 5,586 191 1,376 3,875 10,616 261

JAN 1, 1995 16,326 7,248 2,123 5,583 169 1,386 3,867 10,916 251

JAN 1, 1997 16,287 7,349 2,050 5,595 155 1,388 3,727 11,041 275

JAN 1, 1999 17,155 7,538 2,046 5,920 153 1,552 3,779 11,461 318

JAN 1, 2000 17,393 7,617 2,163 5,949 99 1,576 3,770 11,440 351

PADD I 1,793 735 92 731 8 42 322 1,011 22
PADD II 3,791 1,522 384 1,281 14 157 895 2,534 31
PADD III 7,984 3,579 1,034 2,935 52 774 1,838 5,506 221
PADD IV 572 224 43 182 11 17 124 361 9
PADD V 3,253 1,555 611 821 14 587 592 2,028 68

JAN 1, 2001 17,515 7,750 2,272 5,964 99 1,618 3,795 11,505 351

PADD I 1,776 731 92 731 8 42 317 1,007 22
PADD II 3,791 1,522 390 1,281 14 157 915 2,575 31
PADD III 8,125 3,712 1,134 2,950 52 816 1,847 5,533 221
PADD IV 572 224 43 182 11 17 124 361 9
PADD V 3,251 1,561 614 821 14 587 592 2,028 68

2000-2001 122 134 109 16 0 42 25 65 0
(Net Change)

PADD I -17 -5 0 0 0 0 -5 -4 0
PADD II 0 0 6 0 0 0 20 41 0
PADD III 140 133 101 16 0 42 10 28 0
PADD IV 0 0 0 0 0 0 0 0 0
PADD V -2 5 3 0 0 0 0 0 0

NA = Not available.
Note: Totals may not equal sum of components due to independent rounding.
Source: Energy Information Administration (EIA), Form EIA-820, “Annual Refinery Report.” See Explanatory Note 3 for details.
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